
ACOUSTIC GUITAR/STRINGS
Job Materials Price 

labor
Process overview Turn around (days)

Guitar\bass acoustic Full set tuning 
machine swap w/out hole fill

Full set tuning 
machines 

25 No holes drilled, string removal and reinstalled, tuning. Body/headstock 
wipe down

1-2

Guitar/bass acoustic Full set tuning 
machine swap w/ mod

Full set tuning 
machines

40 New screw holes drilled and or insert holes expanded. String removal 
and reinstall. Overnight only

1-2

guitar acoustic side crack 40 Leveling crack/ clamping. String removal required. 48 hrs set time, no 
exceptions

2-3

guitar acoustic top/back 
separation

50 Aligning top/side panel with side panel /clamping. String removal 
required. 48 hrs set time, no exceptions

2-4

Guitar acoustic bridge removal/
reglue

80 Removal of bridge with hot knives, Existing Glue/finish removal down to 
wood, shim indent and clamping. 48 hr set time no exceptions 

5-6

Guitar acoustic saddle replace Saddle 30 Fit new saddle to guitar, wipe down body/light fingerboard clean and 
condition 

1-2

Violin/viola clean/polish 25 rosin removal, polish, bow clean and case clean Same or next day

Violin/viola restring Strings 15 Remove/install strings tuning Same or next day

Violin/viola top/back/side crack 30 Leveling crack glue and clamp. Set time 48 hours no exceptions 3-4

Violin/viola neck heal reglue 35 Remove existing glue reglue clamp. Set time 48 hours no exceptions 3-4

Violin/viola tailpiece replace Tailpiece (complete) 20 Install tailgut to violin and tune Same or next day

Violin/viola bridge Bridge 40 Fit bridge feet/adjust height wipe down tune 2-3

Violin/viola peg replace Ebony peg 25 Fit/dope new peg 2-3

Violin/viola peg dress 10 Resurface/dope existing peg 2-3

Violin/viola endpin replace 30 Fit new endpin to instrument 2-3

Cello/bass tail piece replace Tailpiece complete 30 Install tailgut and tune Same or next day

Cello/bass top/back crack 30 Leveling crack glue and clamp. Set time 48 hours no exceptions 3-4

Cello/bass side crack 30 Leveling crack glue and clamp. Set time 48 hours no exceptions 3-4

Cello/bass neck heel neck glue 50 Remove existing glue reglue clamp. Set time 48 hours no exceptions 4-5

Cello/bass restring Strings 15 Remove/install strings tuning Same or next day

Cello/bass clean and polish 35  rosin removal, polish, bow clean and case clean Same or next day

Cello/bass bridge Bridge 50 shape bridge feet/adjust height wipe down and tune 2-3

Cello/bass peg replacement Ebony peg 40 Fit/dope new peg 2-3

Cello/bass peg dress 10 Resurface/dope existing peg 1-2

Cello/bass endpin removal 30 Removal of loose endpin in instrument 1-3
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